
OPERATING MANUAL 
 

ISOLAT Dipping Tank  

 

imt Tool Solutions T: +49 8805 95990-29 imt Tool Solutions 

Kompetente Beratung seit 1978 E: info@imt-isolox.com Frauenwaldstraße 11 

 W: www.imt-isolox.com 82383 Hohenpeißenberg 

 

 

 

imt Tool Solutions 

Frauenwaldstraße 11 

82383 Hohenpeißenberg 

Germany 

 

+49 8805 95990-29 

info@imt-isolox.com 

 

EXPERT ADVICE SINCE 1978 

  



OPERATING MANUAL 
 

ISOLAT Dipping Tank  

 

imt Tool Solutions T: +49 8805 95990-29 imt Tool Solutions 

Kompetente Beratung seit 1978 E: info@imt-isolox.com Frauenwaldstraße 11 

 W: www.imt-isolox.com 82383 Hohenpeißenberg 

  

SAFETY INSTRUCTIONS 

General Information 

 Carefully read this manual before using the ISOLAT dipping tank 
and follow all instructions. 

 Only perform tasks described in this manual. 
 Keep this manual in a safe place and provide it to any future 

users. 

Device Safety 

 The ISOLAT dipping tank complies with recognized safety 
standards. 

 In addition to this manual, observe all workplace safety 
regulations at the installation site. 

 Do not use the device in explosive atmospheres. 
 Damaged devices must not be operated and must be repaired by 

qualified personnel. 
 The nameplate and warning labels must remain legible. 

 Do not modify or alter the device; improper use voids conformity 
and warranty. 

 Only use the original ISOLOX dipping compound. 

 

Symbols on the Device 

 

Warning: Read the manual to reduce risk of injury. 

 

Wear safety goggles. 

 

Wear heat-protective gloves. 

 

Warning: Hot surfaces. 

 

Warning: Electrical hazard. 

 

PRODUCT DESCRIPTION 

 

General 

The ISOLAT dipping tank protects high-quality tools and precision 
metal parts from mechanical damage and corrosion. It ensures a 
constant temperature of the ISOLOX compound using an automatic 
thermostat. 

Overheating and unpleasant odors are avoided when used correctly 
with ISOLOX. 

Intended Use 

 Designed exclusively for protecting tools and precision metal 
parts. 

 Operating temperature: 165 – 175 °C 

 Power supply: 230 V 

 

 

Construction and Delivery 

 Sturdy metal design with aluminum crucible heated by flat 
heating elements. 

 Thermostat with control light. 
 Supplied with lid and 1.5 m protective cable. 

Technical Data 

External dimensions 450 x 190 x 130 mm 

Internal dimensions 375 x 145 x 85 mm 

Capacity approx. 2,5 kg 

Temperature range 50 – 200 ° C 

Voltage 230 V 

Power 800 W 

Finish blue 
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OPERATION 

Working Method 

1. Connect the safety power cable to the socket on the rear of the 
device. 

2. Switch on/off via the thermostat control on the front. 

3. ISOLOX requires a working temperature of 165–175 °C, reached in 
approx. 100 minutes. Preheat to 20 °C above working 
temperature. 

4. Stir the compound occasionally (risk of burns) to evenly distribute 
additives. 

5. Maintain a maximum fill level of 2.25 kg. Although the tank 
capacity is approx. 2.5 kg, this safety margin prevents overflow 
during dipping and accounts for volume displacement and 
thermal expansion. ISOLOX can be reused multiple times. 

6. For long downtimes, reduce temperature to approx. 50 °C or 
switch off completely. 

7. Do not heat other materials – warranty will be void. 

Coating thickness depends on temperature and immersion time: 

 High temperature + long immersion = thin layer 

 Low temperature + short immersion = thicker layer 

Protective Equipment 

 

 

 

 

 

Always wear heat-resistant gloves and safety goggles. 

Cooling from operating temperature to room temperature 
takes approx. 2.5 hours. 

Maintenance and Care 

 Workpieces must be dry and free of residues. Contaminated 
ISOLOX discolors and loses odor neutrality. 

 Empty, clean, and refill the unit if contamination occurs. 
 Regular cleaning recommended every 3–8 days. 
 Replace faulty electrical parts immediately by a qualified 

technician. 
 Regular inspections must follow applicable regulations. 

 

Warning: Electrical hazard. 
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OPERATING TEMPERATURES 

  

At approx. 170 °C tank temperature, the following surface 
temperatures occur: 

Nr. Description Material Temp. 
1 Crucible rim Aluminium 140°C 

2 Lid knob Duroplast 55°C 

3 Lid Steelsheet 90°C 

4 Housing Steelsheet 80°C 

5 Radiant heat area Workspace 50°C 

6 Temperature knob Plastic 40°C 

 

Operate only on a heat-resistant surface. 

DISPOSAL 

 

 Observe environmental protection regulations. 
 Dispose of ISOLOX compound in compliance with local laws. 
 Make ISOLAT units unusable before disposal. 
 Devices marked with the crossed-out bin symbol must not be disposed of with household waste, but via proper collection 

systems. 
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ACCESSORIES 
 

 

 

 

ISOCLEAN Compact Extraction System 

 

 Ensures clean air when vapors occur during dipping. 
 Brushless, low-noise motor with max. 235 m³/h airflow. 
 Easy handling via control panel. 
 Includes hose and connection adapter. 
 

Key Features: 
 Airflow capacity: 235 m³/h 

 3-stage filter (pre-filter, fine dust, activated carbon) 
 Filter change indicator 

 

 

 

ISOLOX – Thermoplastic Hot Dip Wax 

 

 Airtight, seamless protective coating against corrosion and damage. 

 Prevents double calibration of measuring tools. 
 Transparent, airtight film forms in seconds. 
 

Available variants: 
 ISOLOX Colorless 

 ISOLOX Colored (red, green, blue) 

 ISOLOX Plus (leaves no oil film after removal) 
 ISOLOX FG (Certified according to EU 10/2011 and FDA CFR 21 for hygienically sensitive 

applications.) 


